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® (57) Abstract: The invention relates to a method for transferring products from a supply vessel (1) into the recesses (2) of a conveyed 
if) foil (3), whereby transfer recesses (6) are formed in a filling band (4) according to an arrangement, corresponding to one with the 
O recesses (2) in the foil (3) and the endless filling band (4) is positioned on a first and a second deflecting pulley (5), for theconsecutive 
S loading of the products from the supply vessel (1), the sorting thereof into the transfer recesses (6) and the transfer thereof into a 
plurality of placing means (9), by means of which the products are removed from the transfer recesses (6) in a controlled manner 
and transferred into the recesses (2). The invention also relates to a device for carrying out said method. 

{Fortsetzung auf der nachsten Seite] 



o 



WO 2005/075293 Al llll'BIlIIBIll fllDBIBBIBMBBIlIIBBlBBiBBllBl 



GH, GM, KE, LS, MW, MZ, NA, SD. SL, SZ, TZ, UG, 
ZM, ZW), eurasisches (AM, AZ, BY, KG, KZ, MD, RU, 
TJ, TM), europSisches (AT, BE, BG, CH, CY, CZ, DE, DK, 
EE, ES, FI, FR, GB, GR, HU, IE, IS, IT, LT, LU, MC, NL, 
PL, PT, RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, 
CM, GA, GN, GQ, GW, ML, MR, NE, SN, TD, TG). 

Veroffentllcht: 

— mit internationalem Recherchenbericht 



Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kOrzungen wird auf die Erkl&rungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regul&ren Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusammenfassung: Die Erfindung betrifft ein Verfahren zum OberfUhren v n Produkten aus einem Vorratsgefass (1) in die 
Napfe (2) einer transportierten Fblie (3), bei dem in einer der Anordnung der Napfe (2) in der Folie (3) entsprechend n Anordnung 
Transfernapfe (6) in einem Fullband (4) ausgebildet werden, bei dem das als Endlosband gestaltete Fiillband (4) auf einer ersten und 
einer zweiten Umlenkrolle (5) positioniert wird fur das nachfolgende Beladen mit den Produkten aus dem VorratsgefSss (1), deren 
Sortierung in die Transfernapfe (6) und deren Transferlzu einer Mehrzahl von Platziere-n (9), durch die die Produkte gezielt aus den 
Transfernapfen (6) entnommen und in die Napfe (2) tibergeben werden. Gegenstand der Erfindung ist weiterhin eine vorrichtung 
zur durchfUhrung des verfahrens. 



